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OUR SERVICES

Benefits and Support
In Kalstein France, we take care of the full satisfaction of our customers, that is why we 

provide value-added services of the highest level based on our experience.

Online Inductions and 
Trainings
In any part of the world, receive your 

induction or training from our 

specialized team of engineers

Quick Response
Our work team is always available to 

response all your consults or 

questions, in order to support you in 

any situation.

#Letsgivemore
Thanks to your purchase, a donation 

will be made to a non-profit foundation 

that fights against breast cancer and 

helps most vulnerable communities.

Technical Support
Enjoy of personalized advice for the 

correct preventive and corrective 

maintenance of your equipment, 

thanks to Kalstein’s manuals and 

articles, special catalogues and video 

tutorials.

Delivery Logistics
We take care of all the necessary 

logistics for the dispatch of your goods, 

whether is by sea, land or.air.

Kalstein Worldwide
With more than 25 years growing with 

our customers, Kalstein’s multiformat 

and modern content, is now present 

in more than 10 countries and 

increasing.
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Biological Safety Cabinet Class II A2

Model YR0090B (SS) // YR0090E (SS)
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Product Description:
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Get to know more about Kalstein’s new Full Stainless Steel Biosafety

Cabinet, with front window operation port. The operator can operate in

the safety cabinet through the front window operation port to protect

personnel, products and environment during operation..

Biological Safety Cabinet Class II A2

Model YR0090B (SS) // YR0090E (SS)

Working Environment:

 Only applicable to indoor.

 Ambient temperature: 15 35 “C.

 Relative humidity: < 75%.

 Atmospheric pressure range: 70kPa 106kPa.

 Power supply: 220V 50Hz.

Essential Parameters:

 Type A2, 30% efflux, 70% internal recycle.

 Height from table top to ground: 850mm (size can be customized

and modified2.according to requirements)

 Biosafety.

 Personnel safety: tested by potassium iodide (KI) method, the

protection factor of the front window operating opening should not

be less than lX 105.

 Product safety: bacterial count < 5 CFU/time.

 Safety of cross contamination: bacterial count <2CFU/time.

Technical Specifications:

Parameter / Model YR0090B(SS) YR0090C(SS) YR0090D(SS) YR0090E(SS)

Rotated Voltage 220 V

Roted Frequency 50HZ

Number Of People SINGLE PERSON DOUBLE

Overall Dimension 1000*765*2000MM 1200*765*2000MM 1500*765*2000MM 1800*765*2000MM

Operating Space 800*630*700MM 1000*630*700MM 1300*630*700MM 1600*630*700MM

Rated Power 1100W 1800W

Total System Exhaust 360M3/h 500m3/h

Uv Lamp Power 30w 40w

Fluoroscent Lamp 
Power 12w*2(LED) 16W*2 (LED)

Average Falling Wind 
Speed 0.33+-0.25M/S

Average Suction Wind 
Speed 0.53+-0.25M/S

Filtrtion Efficiency HEPA (ULPA) High Efficiency Filter, FOR 0.3 U M (0.12) Particle Filtration Efficiency > 99.999% (99.9995%)

Noise <67 Db (A)



#LETSGIVEMORE

WITH THE 
ADCQUISITION 
OF A KALSTEIN 

EQUIPMENT
YOU MAKE A CONTRIBUTION TO:



ANY DOUBT?
Contact us!

PARIS - FRANCE
H E A D Q U A R T E R

2 Rue Jean Lantier

75001 Paris - France

Tlf: +33 (0) 01 78 95 87 89

Cel: +33 (0) 6 80 76 07 10

sales@kalstein.eu

https://kalstein.eu/
https://www.kalstein.fr/

Articles Kalstein
(Social Networks and Official Websites)

Kalstein Training Videos
(Youtube Channel and Official Websites)
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