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OUR SERVICES

Benefits and Support
In Kalstein France, we take care of the full satisfaction of our customers, that is why we 
provide value-added services of the highest level based on our experience.

Online Inductions and 
Trainings
In any part of the world, receive your 
induction or training from our 
specialized team of engineers

Delivery Logistics
We take care of all the necessary 
logistics for the dispatch of your goods, 
whether is by sea, land or.air.

Quick Response
Our work team is always available to 
response all your consults or 
questions, in order to support you in 
any situation.

Technical Support
Enjoy of personalized advice for the 
correct preventive and corrective 
maintenance of your equipment, 
thanks to Kalstein’s manuals and 
articles, special catalogues and video 
tutorials.

Kalstein Worldwide
With more than 25 years growing with 
our customers, Kalstein’s multiformat 
and modern content, is now present 
in more than 10 countries and 
increasing.

#Letsgivemore
Thanks to your purchase, a 
donation will be made to a non-
profit foundation that fights against 
breast cancer and helps most 
vulnerable communities.
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Model YR05520 // YR05523
Color Light Box

Technical specifications

Model YR05520 YR05521 YR05522 YR05523

Light source
D65, TL84, UV, F, 
CWF, TL83

D65, TL84, UV, F, 
CWF

D65, TL84, UV, F, 
CWF, TL83

D65, TL84, UV, F, 
CWF

Dimensions(W*D*H) 695x552x502 mm 695x552x502 mm 695x552x502 mm 695x552x502 mm

Inner Size(W*D*H) 665x490x360 mm

Voltage 220V/50Hz – 110V/60Hz

Light sources 
Configuration

D65 2 PCS 2 PCS 2 PCS 2 PCS

TL84 2 PCS 2 PCS 2 PCS 2 PCS

F 4 PCS 4 PCS 4 PCS 4 PCS

UV 1 PCS 1 PCS 1 PCS 1 PCS

CWF 2 PCS 2 PCS 2 PCS 2 PCS

TL83 2 PCS / 2 PCS /

Weight 19.5 kg 19.5 kg 28.9 kg 28.9 kg

Light Source Specifications

Light Source Color Light Box Application Color temperature(k) Power(W)

D65 International standard Artificial Daylight 6500 18

TL84 Applied to stores in Europe, Japan and China 4000 18

CWF (Cool White Fluorescent)American Standard 4150 18

F
“Sun-
setting Light Yellow” incandescent light source
(imitation of sunset)

2700 40

UV
Viewing under ultraviolet light to detect and eva
luate
optical brighteners or fluorescent pigments

Wavelength:365nm 20

TL83 Applied to stores in Europe 3000 18

Remarks: Optional tubes D50, D75, U30, U35, A
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Model YR05520

Model YR05526

Model YR05529 Model YR05536
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YR05520

YR05521

YR05522

YR05523

YR05526

YR05524

YR05525

YR05527

YR05528

YR05529

YR05530

YR05530

YR05530A

YR05530B

YR05530C

YR05530D

YR05533

YR05534

Model YR05530D
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Kalstein



#LETSGIVEMORE

WITH THE 
ADCQUISITION 
OF A KALSTEIN 

EQUIPMENT
YOU MAKE A CONTRIBUTION TO:



UN DOUTE?
Contactez-nous

PARIS - FRANCE
HEADQUARTER
2 Rue Jean Lantier
75001 Paris – France

Tlf: +33 (0) 01 78 95 87 89
Cel: +33 (0) 6 80 76 07 10

sales@kalstein.eu
https://kalstein.net
https://kalstein.eu
.

Articles Kalstein
(Réseaux Sociaux et Sites Officiels)

Vidéos de formation Kalstein
(Chaîne Youtube et sites officiels)
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