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OUR SERVICES

Benefits and Support
In Kalstein France, we take care of the full satisfaction of our customers, that is why we 
provide value-added services of the highest level based on our experience.

Online Inductions and 
Trainings
In any part of the world, receive your 
induction or training from our 
specialized team of engineers

Delivery Logistics
We take care of all the necessary 
logistics for the dispatch of your goods, 
whether is by sea, land or.air.

Quick Response
Our work team is always available to 
response all your consults or 
questions, in order to support you in 
any situation.

Technical Support
Enjoy of personalized advice for the 
correct preventive and corrective 
maintenance of your equipment, 
thanks to Kalstein’s manuals and 
articles, special catalogues and video 
tutorials.

Kalstein Worldwide
With more than 25 years growing with 
our customers, Kalstein’s multiformat 
and modern content, is now present 
in more than 10 countries and 
increasing.

#Letsgivemore
Thanks to your purchase, a 
donation will be made to a non-
profit foundation that fights against 
breast cancer and helps most 
vulnerable communities.
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Fluoride Electrode
Model Series YR0ISE-F

Fluoride Electrode
Fluoride ion selective electrode, range: 0.02 to 1900 
ppm.

Features:
• Combination fluoride ion selective electrode
• Suitable for laboratory and field applications
• No filling solutions
• No membrane replacements
• Built in dry reference electrode
• Long lifetime

Order information:
ü Fluoride standard solution 1000 ppm (30 mL)
ü Ionic strength adjuster (30 mL)

Model YR0ISE-F
Concentration Range 0.02 to 1900 ppm
Slope 54 to 59 mV/decade
pH Range 4 to 8 pH

Operating Temperature 5 to 50°C / 41 to 122°F
Interferences OHˉ
Body Type Epoxy
Cable Length 1 m / 3.3 ft
Connector BNC
Dimensions 150 × 12(Ø) mm
Weight 70 g



WITH THE ACQUISTION OF A 
KALSTEIN EQUIPMENT
YOU MAKE A CONTRIBUTION TO:

Thank you!

#LETSGIVEMORE



ANY DOUBT?
Contact us!

PARIS - FRANCE
H E A D Q U A R T E R
2 Rue Jean Lantier
75001 Paris - France

Tlf: +33 (0) 01 78 95 87 89
Cel: +33 (0) 6 80 76 07 10
sales@kalstein.eu

https://kalstein.eu/
https://www.kalstein.fr/

Articles Kalstein
(Social Networks and Official Websites)

Kalstein Training Videos
(Youtube Channel and Official Websites)

All rights reserved ® KALSTEIN France S. A. S.,

https://kalstein.eu/
https://www.kalstein.fr/

